Correction


Tiemen A. Nanninga 1, Iemke Bisschops 1, Eduardo López 2, José Luis Martínez-Ruiz 2, Daniel Murillo 2, Laura Essl 3 and Markus Starkl 4,*

1 Lettinga Associates Foundation, Bornse weilanden 9, 6700 AM Wageningen, The Netherlands; E-Mails: tiemen.nanninga@wur.nl (T.A.N.); iemke.bisschops@wur.nl (I.B.)
2 The Mexican Institute of Water Technology (IMTA), Cuernavaca 62550, Mexico; E-Mails: edumixtli@yahoo.com.mx (E.L.); demeparis@yahoo.fr (J.L.M.); danielmurillo2@yahoo.com.mx (D.M.)
3 Centre for Environmental Management and Decision Support, Vienna 1180, Austria; E-Mail: lauraessl@gmx.at
4 Competence Centre for Decision-Aid in Environmental Management, University of Natural Resources and Life Sciences/DIB, Gregor Mendel Strasse 33, Vienna 1180, Austria

* Author to whom correspondence should be addressed; E-Mail: markus.starkl@boku.ac.at; Tel.: +43-147-654-5057; Fax: +43-147-654-5092.

Received: 6 December 2013 / Accepted: 9 December 2013 / Published: 10 December 2013

There is one mistake in this article [1]. On page 753, line 12, the phrase “(application load of 80 tons/ha)” should be “(application load of 80 kg/ha)”.

Reference


© 2013 by the authors; licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution license (http://creativecommons.org/licenses/by/3.0/).